TABLE 803.02-1
GRADING REQUIREMENTS FOR COARSE AGGREGATES

(Total percent passing square mesh sieve)

District of 3 Inch 2%Inch | 2Inch 1'Inch 1 Inch 3/4 Inch 2 Inch _Inch No. 4 No. 8 No. 16 No. 50
Columbia (75mm) (63mm) (50mm) (37.5mm) (25mm) (9mm) (12.5mm) (9.5mm) (4.75mm) (2.36mm) (1.18mm) (1.00mm)
number’
2 100 90-100 35-70 0-15 0-5
3 100 90-100 35-70 0-15 0-5
4 100 90-100 20-55 0-15 0-5
6 100 90-100 20-25 0-15 0-5
7 100 90-100 40-70 0-15 0-5
8 100 85-100 10-30 0-10 0-5
9 100 85-100 10-40 0-10 0-5
10° 100 85-100 10-30°
574 100 95-100 25-60 0-10 0-5
67 100 90-100 20-55 0-10 0-5
68 100 90-100 30-65 5-25 0-10 0-5
78 100 90-100 40-75 5-25 0-10 0-5
89 100 90-100 20-55 5-30 0-10 0-5

! Same designations as Simplified Practice Designations
2 No. 100 Sieve (0.50mm)

’ When used as fine aggregate in Bituminous Mixtures, the maximum passing the No. 200 sieve shall not exceed 15% by weight.

* For paving concrete, the minimum retained on the 3/4 inch sieve shall be 15% by weight.




